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Highlights

Abstract

• Degradation measurement of LEDs in the frame Nowadays, systems are more complex and require high reliability for their components,
especially critical system components. Therefore, to avoid serious damage, system are often
of accelerated tests.
replaced before the actual failure. The replaced parts are considered to have “soft failure”,
• Method for determination of the degradation
and the limit in which the parts are replaced is known as the critical level of the degradation
threshold based on the failure data.
process. Determining the appropriate value of the critical level for a product is an important
• Determination of degradation threshold using problem in their exploitation, as well as for predicting the Mean Time to Failure (MTTF)
classical approach.
or Remaining Useful Lifetime (RUL) of this product based on the degradation data by the
• Determination of degradation threshold using mathematical models. In this article, an approach in determining the critical levels based on
failure data from an accelerated test is introduced. This approach is applied with the degraWiener Process-based model.
dation process of Light-Emitting Diodes (LED) in an accelerated test and a type of Wiener
process-based model is used to predict the MTTF or RUL of LED based on their degradation
data and the found critical level.
Keywords
This is an open access article under the CC BY license critical level, threshold of degradation process, accelerated test, LED, Wiener process.
(https://creativecommons.org/licenses/by/4.0/)

1. Introduction
Hard failure is a type of failure in which the product completely
loses its ability to perform the required functions of the product. The
hard failures for a family of products happen at different times, following a certain random distribution, because there are many random
factors that affect product performance [5]. Analyzing the failure data
of a product family using the classic method, according to standard
IEC 60605-4:2001 [8], gives the mean time to failure (MTTF) of the
product family. MTTF is an important quantity, plays a decisive role
in determining the time to replace products of any product family in
the preventive maintenance policy, in which the product must be replaced before the time of actual failure. In general, it means that at the
time t < MTTF. A major disadvantage of the preventive maintenance
policy is that it is difficult to determine exactly the time t before the
MTTF. Especially for critical systems, product replacement is often
performed at the time t << MTTF, even if the products are still in
good technical condition. It increases costs during product utilization.
In addition, for highly reliable products, there is a lag of failure data

since it takes a long time and high cost to test until failure occurrence.
This disadvantage can be overcome by using the Condition-Based
Maintenance Policy, where the technical condition of the product is
determined by periodically observing and measuring the parameter,
which represents the degradation level of the product. Based on the
degradation data, which is composed of measured values of the degradation parameter, a product is considered as “failed” (soft failure or
boundary-crossing failures [1, 20]) when the value of the degradation
quantity is greater than a predefined critical value (threshold). In this
way, the product is only replaced when necessary, thereby utilizing
best the product using value.
Due to the randomness of the degradation processes, statistical
mathematical modelling methods are used to describe the degradation
process and predict the MTTF or Remaining Useful Lifetime (RUL)
of a product based on the degradation data [6, 9, 18]. Some statistical
mathematical models, such as the Wiener Process-Based Model, the
Gamma Process-Based Model, or the Statistical Regression Model
etc. are commonly used to describe and study the degradation process.
Some published works using these types of models (Wiener Process-

(*) Corresponding author.
E-mail addresses:

330

AD. Hoang (ORCID: 0000-0001-8846-8537): anhdung.hoang@unob.cz, Z. Vintr (ORCID: 0000-0003-3128-0802): zdenek.vintr@unob.cz,
D. Valis (ORCID: 0000-0002-3911-2689): david.valis@unob.cz, D. Mazurkiewicz (ORCID: 0000-0002-9887-8203, d.mazurkiewicz@pollub.pl)

Eksploatacja i Niezawodnosc – Maintenance and Reliability Vol. 24, No. 2, 2022

based Model – [10, 12, 17, 21]; Gamma Process-based Model – [2,
15], Statistical Regression Model – [14]) are just a few examples
of the several published works related to this problem. In the above
works, the MTTF or RUL of the product is predicted based on the
obtained degradation data and based on the degradation threshold of
soft failure.
First-passage probability distribution of product is also the research
object of several published articles, such as works [11, 19], in which
determining the analytic expressions of First-passage probability distribution of product and the calculating the MTTF or RUL of a product
depend significantly on the predetermining of the degradation threshold of product.
In the above-mentioned works, the critical level of the degradation
process has just been given for calculation, without explaining how
to select these values. Deng et al. [1] shows that the determination of
the critical level of a product can be done in two ways: based on expert knowledge or based on data analysis. For complex systems, there
exist major limitations of the expert’s knowledge about the system.
Therefore, data analysis should be used to assist in determining the
value of critical level. Deng et al. [1] also provides a method to correct
the value of the critical level, where an initial critical level is chosen,
and the real value of the critical level is redefined based on the inverse
first passage problem and the real degradation data of the product.
However, the problem of choosing the right value of the initial critical
level for a system is still a problem that must be studied more.
With degradation processes, on basis of corrosion, wear, etc., the
value of the critical level can be defined based on the analyst’s knowledge about the strength limit of material or structure. With LED, when
the light output is used by manufacturers as degradation quantity, the
L50 or L70 criteria are used as the critical level to define soft failure
(the output light of LED degrades and is equal to 50 % or 70 % of the
initial value of new LED) [3, 7]. However, in military vehicles, directly measuring the output light to determine the degradation level of
LED is difficult to occur due to the other light sources in the vehicle.
Then the voltage measured between two ends of the LED can be used
as a degradation parameter to exhibit the degradation of the LED. But
how to define the suitable critical level while we do not know the relationship of the voltage with the real failure of LEDs? In such cases,
choosing the value of the critical level is really a big challenge.
The article gives an approach to determine the critical levels in degradation modelling based on product failure data. With this approach,
the challenge as with LED can be solved. The lack of product failure
data, especially with a high-reliability product, can be overcome by
using Accelerated Test (AT) with appropriate testing conditions.
In this article, an AT with LEDs is introduced. The failure data of
LEDs in this test is used to apply the proposed approach in defining
the critical level of LED. Wiener Process-Based Model (WPBM) with
measurement errors and unit-to-unit covariates is used to process the
degradation data from the experiment, predict the MTTF and RUL of
LED in this test. Based on the defined critical level of degradation
(threshold), the data are also processed using the classical method (by
standard IEC 60605-4:2001 [8]) to compare with the result by the
mathematical statistical model to give the conclusion.

The above analysis suggests that it is impossible to determine the
critical level so that no hard failure will occur at all, but it is possible to determine the value of the critical level so that there is only a
certain probability that a hard failure will occur. This is the statistical
significance level α, which means that when the degradation level of
the product reaches the degradation critical level, there is α probability that the products show a hard failure.
To determine the threshold of the degradation process with the significance level α, the probability distribution of the failure degradation data of the product must be determined. The first determining
method is parametric methods, which means that one of the underlying probability distributions, followed by the failure data, needs to be
determined, such as Normal, Exponential, Weibull distributions – the
probability distributions commonly used with the failure data. Here
the hypothesis test must be done, including testing the normality of
data, or testing for other probability distributions. There are many normality test methods: QQ plot, Anderson–Darling test, Kolmogorov–
Smirnov test, Lilliefors test, Shapiro–Wilk test etc., in which QQ plot
is a graphical visual preliminary test, and the remaining testing methods work on the test statistic. Each of these test methods is based on
certain assumptions and when applying them it is always necessary to
assess to what extent these assumptions are met in a given case [16].
According to several studies, such as [16], the Shapiro-Wilk test is
the best power test for normality, followed by Anderson–Darling, Lilliefors, and Kolmogorov–Smirnov tests, respectively. In addition, the
Kolmogorov–Smirnov or Anderson–Darling tests can also be used to
test the null hypothesis that the data follow the exponential or Weibull
distributions. After determining the probability distribution that the
data follow, the parameters of probability density function (PDF) can
be determined, thereby finding the critical level of degradation process at significance level α = 0.05 or α = 0.01 of this probability distribution with these data.
In this case, nonparametric methods are also a powerful method,
helping determine the cumulative distribution function (CDF) and
PDF with a limited number of assumptions about the underlying distribution of the data. Smoothing methods using a kernel density estimator are motivated by empirical CDF, but it is estimated that it is
more efficient and complete than the empirical distribution function
of the data [4]. From the found CDF it is possible to determine the
p-value (at level 0.05 or 0.01 significance) of this probability distribution of these data.
In the final step, from the found CDFs, the critical level of the degradation process at significance level α = 0.05 or α = 0.01 depending
on the importance of the product in the system can be defined.

2. Determining the critical level of degradation process
The critical level of the degradation process is determined such that
the product is replaced when the degradation quantity exceeds this
value, and no real hard failure of the product occurs. For important
systems, this value is often determined to be smaller to ensure high
system safety. In practice, there exists a small probability, that the
hard failure can occur even with a product that has only been working
for a short time when the degradation quantity is very small. This is
the early “infant mortality” failure of the ‘infant mortality’ product.
Therefore, determining the fair value of the critical value, to ensure
that no hard failure occurs is relatively difficult.

Fig. 1. The main steps of the mean time to soft failure determination process
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3. An accelerated test with LEDs
In order to determine the critical degradation level, information on
the changes of the parameter that characterises the degradation level
as a function of the operating time of items under test and the operating time to failure of the items is necessary. The object of investigation in the presented case were 10W 700LM/90° white LEDs and an
accelerated reliability test of these LEDs was used to obtain the necessary information. Increased temperature was used as an accelerating
factor in the test and the LEDs were tested in a climate chamber at
90 °C. In the first case the LEDs were periodically switched on and
off (ON/OFF mode) and in the second case they were permanently
switched on (ON mode). The main objective of the experiment was to
obtain information about the degradation process in the case when the
LEDs are operated in ON/OFF mode and to compare the intensity of
degradation in this mode with the intensity of degradation when the
LEDs are permanently switched on. In both cases, the LEDs were
supplied with a nominal (maximum allowable) current If = 1.05 A.
Fig. 2 shows the time profile of switching the LEDs operating in ON/
OFF mode. The LEDs were always on for 30 seconds and then off for
30 seconds, and this cycle was repeated periodically.

For the purpose of the test, the LEDs were installed on aluminium
plates, each with 10 LEDs. The individual LEDs are connected to the
measurement system in such a way that the voltage at the terminals
of each LED can be periodically measured. The method of connecting the individual LEDs to the power supply and to the measurement
system is shown in Fig. 5. Voltage measurement on individual LEDs
is provided using the Keysight 34980A Multifunction Switch Measurement Unit. Measurements are taken periodically, every 10 minutes
when all LEDs are switched on. Fig. 6 shows the placement of the
individual LED boards in the Votch VC3 7034 climate chamber and
the wiring of the individual LEDs.

Fig. 2. Time profile of switching the LEDs operating in ON/OFF mode

Since the magnitude of the supply current affects the load level of
the LEDs, this aspect was also investigated in the experiment. Thus,
in ON/OFF mode, two more groups of LEDs were tested at two different power supply current levels lower than the nominal current.
Table 1 summarizes the number of LEDs tested and the conditions
under which they were tested. The chosen test conditions were determined with respect to their expected real operating conditions. A
discussion of the whole procedure for determining the test conditions
and an explanation of the technical and economic constraints that had
to be respected in the test design is beyond the scope of this article and
can be found in the work [13].

Fig. 3. Overall arrangement of the experiment

Table 1. Quantity, loading current, and testing modes of the LED groups
Quantity
(LEDs)

Loading
current If (A)

LED operating
mode

Climate
chamber

20

1.05

ON/OFF

Votsch VC3 7034

ON/OFF

Votsch VC3 7034

5

0.95

ON/OFF

10

1.05

ON

5

0.85

Votsch VC3 7034
Votsch VT 4004

The overall arrangement of the experiment can be seen in Fig. 3
and the arrangement of the test and measurement equipment in the
laboratories in Fig. 4. Two climatic chambers were used for the implementation of the accelerated test. The Votch VC3 7034 chamber
was used to test LEDs operating in ON/OFF mode and the Votch VT
4004 chamber was used to test LEDs operating in ON mode. Constant temperature is maintained in both chambers using the built-in
automatic control and monitored by the PT-100 temperature sensors.
All LEDs are powered by High-Precision Digital DC Power Units
Keysight E3634A. Each power unit always supplies 5 LEDs with a
constant current of the magnitude shown in Table 1. For LEDs operating in ON/OFF mode, the power units also provide cyclic power
switching in accordance with the timing profile shown in Fig. 2.
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Fig. 4. Arrangement of test and measurement equipment in the laboratory

Fig. 5. Scheme of the power supply and voltage measurement on individual
LEDs
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Fig. 6. Placement of the individual LED boards in the Votch VC3 7034 climate chamber

Currently, only the first part of the presented experiment has been
completed, which consisted in testing the LEDs in the ON/OFF mode
when supplied with maximum current. All 20 LEDs tested have already experienced a hard failure and a complete data set is available.
Therefore, this paper focuses on the evaluation of this data.
Testing of the remaining LEDs is currently still in progress. In the
group of LEDs operating in the ON/OFF mode when powered at lower than nominal current, several failures have already been recorded,
but most of the tested LEDs are still functional. In the group of LEDs
operating in ON mode, all tested LEDs are still functional. The end of
the experiment and its comprehensive evaluation is expected after all
tested LEDs operating in ON/OFF mode have failed.

4. The results of the experiment
The degradation process of 20 LEDs mentioned in Section 3 is
shown by the voltages measured in the test. The changes of measured voltages of 20 LEDs from the accelerated test are shown by the
graphs in Fig. 7, where the numbers 1, 2, 3, .... 19 and 20 indicate the
individual diodes tested. The graph of LED nr. 8 is shown separately
in Fig. 8 and Fig. 9 to clearly show the change of measured voltage in
the LED degradation process.

Fig. 7. The graphs of the measured voltages of the LEDs from the accelerated
test

From the graphs showing the voltage of the LEDs in Fig. 7 and
Fig. 8, the degradation process of all 20 LEDs follows the same rule.
Firstly, the initial measured voltage current of 20 LEDs is about 8.6 V.
According to the degradation level of the LEDs, this voltage gradually
decreases. These decreases are quite small so they cannot be seen in
Fig. 7 and Fig 8. Fig. 10 show the voltage changes of LED 1008 in the
first stage (from the beginning of the test to the first voltage jump),
where small decreases in voltage can be seen. After a long testing

Fig. 8. Diagrams of the measured voltages of LED nr. 8

Fig. 9. Diagrams of the voltages measured from LED nr. 8 from the beginning
of the test to the first voltage jump

time, the voltage jump of the LEDs takes place and the LED voltage
value gets to a voltage level greater than 9V (the specified voltage is
dependent on the LEDs. At a voltage level greater than 9V, the light
output of the LEDs decreases clearly. The voltage value (greater than
9V) continues to decrease as the LEDs degradation trend. After a short
time, for some LEDs, a second voltage jump happens and reaches a
value greater than 20V or 50V, then the LEDs are completely damaged and do not light up. With some LEDs, the LED voltage jumps
to an intermediate voltage value greater than 11V and then jumps to
a voltage greater than 20V or 50V, the LEDs completely fail. Three
voltage jumps of LED nr. 8 can be observed in Fig. 8. Thus, the LEDs
degradation process might be considered as multistage. This is understandable, given the complex structure of LEDs and the diverse
failure mechanisms of LEDs, as detailed in [2].
The operating time of LEDs at voltage levels greater than 9V or
11V is relatively short compared to the entire operating time in the
ON operating mode of the accelerated test. So, when one observes
that the voltage of the LEDs reaches a value greater than 9V, it can be
concluded that the hard failure of the LED is about to occur.
The degradation parameters in this test can be directly the measured
voltage of LEDs U, which decreases in any certain degradation stage
of LED, or the voltage difference, ΔU, which is calculated by subtracting the measured LED voltage at any moment from the measured
voltage at the initial moment. The voltage difference, ΔU, is increasing and positive quantity and is often used as a degradation parameter
in mathematical models of the degradation process.
In this test, the voltage value of an actual hard failure of LEDs can
be measured after the second or the third jump has taken place. At this
moment, the voltage difference calculated by the above way obtains
a negative value, because two voltage values are measured in different stages. This measured voltage has no sense in determining the
threshold of voltage difference for the one-stage degradation model,
but can be used with the multistage degradation model. This issue is
not addressed within the scope of this article.
In this case, the only voltage value right before the first jump is
proposed as the degradation value of the hard failure of the LEDs.
Table 2 presents the voltage difference ΔU measured at the time of the
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Table 2. Data on hard failures of LEDs in ON/OFF modes with loading currents If =1.05A
LED nr.
Degradation level ΔU (V)
Time to failure (day)
LED nr.

Degradation level ΔU (V)
Time to failure (day)

1

2

3

4

5

6

7

8

9

10

0.0089

0.0108

0.0086

0.0099

0.0074

0.0089

0.0104

0.0098

0.0084

0.0082

11

12

13

14

15

16

17

18

19

20

0.0102

0.0109

0.0095

0.0082

0.0104

0.0097

0.0105

0.0098

0.0097

0.0097

68

72

76

72

76

68

78

hard fault (defined in this way) for diodes tested in ON/OFF operating
mode with loading currents If =1.05 A.

5. Determining the critical level of LEDs degradation
process in accelerated test
First, the parametric method of probability distribution determination is used. In Fig. 10, the Q-Q plot of the hard failure data of the
LEDs is shown. By this figure, we can see that the data relatively
follow a normal distribution.

Fig. 10. The Q-Q plot of the data of hard failure of LEDs
In the following step, the hypothesis tests for normality were carried out using MATLAB software. The results of different hypothesis
tests are given in Table 3.
Because the sample size (20 LEDs) is not big enough, and the Anderson–Darling and Lilliefors test was concluded to be more effective
than the Kolmogorov–Smirnov test, it can be concluded that the hard
failure data of LEDs follow the normal distribution and the parameters of the normal distribution of these data can be calculated. In this
case, the mean and variance of the normal distribution are 0.0094 and
9.2·10-7, respectively.
In the next step, nonparametric methods including the empirical
CDF and nonparametric CDF by smoothing methods using a kernel
density estimator – are applied. The result can be shown in Fig. 11.
The last step is to find the critical level of the degradation process
ΔUcrit at the selected significance levels α = 0.05 and α = 0.01 of the
above found CDF. The results are given in Table 4.

68

68

68

76

72

64

73

68

51

76

68

71

68

Table 3. The results of different hypothesis tests using the MATLAB software
Hypothesis test

Results

Anderson–Darling

Fails to reject the null hypothesis

Kolmogorov–Smirnov

Rejects the null hypothesis

Lilliefors

Fails to reject the null hypothesis

Fig. 11. The graph of CDF of the data using nonparametric methods
Table 4. The critical level of the degradation process determined by different determining methods

Determining method
Normal distribution

Empirical CDF

Nonparametric CDF with
smoothing

The critical level of
degradation ΔUcrit
at the significance
level α = 0.05
(V)

The critical level of
degradation ΔUcrit
at the significance
level α = 0.01
(V)

0.0078

0.0074

0.0081
0.0076

0.0074

0.0069

6. Evaluating experiment data by the classical method
- IEC 60605-4:2001
In this section, with the critical level ΔUcrit = 0.0074 V, based on
the degradation data from the accelerated test with LEDs, the soft failure data of LEDs are calculated and given in Table 5. These data are
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used to calculate the MTTF of LED using the classical method - IEC
60605-4:2001 [8].
To use the standard IEC 60605-4:2001, we assumed that the soft
failure time of LEDs follows an exponential distribution with constant
failure intensity. The experiment ends when all of the LEDs have soft
failures.

Using these relationships, the MTTF (soft failure) and its confidence intervals were calculated for the individual degradation levels
given in Table 4. Confidence level 90 % was considered in the calculation. The results of the calculations are presented in Table 6.

Table 5. Data on soft failure of LEDs in the ON/OFF operating modes with loading currents If =1,05 A
LED nr.

1

2

3

4

5

6

7

8

9

10

Time to soft failure (day)

62

43

47

47

68

47

39

43

64

49

LED nr.

11

12

13

14

15

16

17

18

19

20

Time to soft failure (day)

36

35

43

44

43

43

37

36

43

36

The cumulative test time T * is calculated by:
n

T * = ∑ ti

(1)

i =1

7. Evaluating experiment data
by mathematical model - Wiener
Process-Based Model with measurement errors and unit-to-unit
covariates
In this Section, the degradation data measured before the moment, when the first hard
failure happens, are evaluated by the mathematical model - Wiener Process-Based Model with measurement errors and unit-to-unit
covariates. With this model, the degradation
data and the critical level determined above
are utilized to predict the MTTF for the soft

failure of the LEDs.
Wiener Process-Based Model (WPBM) with measurement errors
and unit-to-unit covariates is used in works [1, 12, 17, 21]. The degradation data set with n objects and m observations for each object can
be described by WPBM, as in the following equation (5):

where ti – the time to soft failure of i-th LED in the experiment and
T * = 905 days.

yij = x(t ij ) + ε ij = µi Λ (t ij ) + σ B (τ (t ij )) + ε ij

Because all of the LEDs in this experiment have soft failures, the
number of failures in the experiment is r = 20.
According to IEC 60605-4:2001, the MTTF for the soft failure of
LEDs in this mode of the experiment is:

where yij and x(tij) – the measured degradation value and the true degradation value of the i-th object at the time tij, respectively. The true
degradation increments xi1, xi2 - xi1, xi3 - xi2, …. xim - xi(m-1) are assumed
independent of each other and follow a normal distribution with mean
μi [Λ(tj) - Λ(tj-1)] and variance σ2 [τ(tj) - τ(tj-1)]; B [Λ(tij)] – a Brownian
motion; εij – measurement errors, that follow a normal distribution εij
∼ N(0, σε2) and are independent of each other and of the true degradation value x(tij); μi – drift parameter; σ2 – variance parameter; Λ(tij),
τ(tij) – the time-scale transformation functions, that can follow the different laws, including linear law Λ(t) = at, the Power-law Λ(t) = eat or
exponential law Λ(t) = ta, a – an unknown fixed coefficient.

MTTF =

T*
r

= 45.25 days

(2)

The lower and upper limit of the two-sided confidence interval of
the MTTF – MTTFL 2 and MTTFU 2 – for the soft failure of LEDs is
calculated by equations (3) and (4):

*
2T

MTTFL 2 =

(3)

χ12−α / 2 ( 2r )

(5)

To remove subscript i from the time notation, assume that the degradation values are measured at the same times for all units. The equation (5) can be rewritten in the matrix form:
(6)

y i = µi Λ + σ B ( τ ) + ε

2T *

(4)

where the vector and matrix are denoted by a bold symbol and:
yi = (yi1, yi2, …. yim)’ – vector of the degradation values of i-th object
at the time t = (t1, t2, …. tm)’ where t1 < t2 < … < tm – vector of ob2
servation
time;
where χ1−α / 2 ( 2r ) is the chi-squared distribution with the number of
ε – vector of measurement errors; Λ [Λ(t1), Λ(t2), …. Λ(tm)]’ and τ =
degrees of freedom 2r at the confidence level (1−α).
[τ(t1), τ(t2), …. τ(tm)]’ are the vectors of the time-scale transformation
functions.
yi = (yi1, yi2, …. yim)’ follows a multivariate normal disTable 6. The values of MTTF and its confidence intervals at the confidence
tribution with mean μΛ [μΛ(t1), μΛ(t2), …. μΛ(tm)]’ and
level 90 %
covariance matrix Σ with its ij-th elements defined in
equation (7):
The critical level
MTTFU 2 =

of degradation ΔUcrit (V)
0.0081

χα2 / 2 ( 2r )

MTTF (day)

MTTFL2 (day)

MTTFU2 (day)

51.6

37.02

77.86

45.9

32.93

69.26

0.0078

49.55

0.0074

45.25

0.0076

0.0069

41.6

35.55

32.46

29.84

74.76

68.28

62.77

 σ 2τ ( t j ) + σ ε2

Σij = cov(Yij , Yik ) = 
2
σ min τ ( t j ) ,τ ( tk )

(

j=k

)

j≠k

(7)

μ is assumed to be different between different units, and is
normally distributed, μ ∼ N(μ0, σ02), which shows the unitto-unit variate in the mathematical model. Then yi = (yi1,
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yi2, …. yim)’ follows a multivariate normal distribution with mean
μ0Λ’ and covariance matrix Σ = Ω + σ02ΛΛ’, where:

τ ( t1 ) τ ( t1 )
τ ( t ) τ ( t )
1
2
Ω = σ 2Q + σ ε2I m ; and Q = 
 


τ ( t1 ) τ ( t2 )



τ ( t1 ) 




 

 τ ( tm )
 τ ( t2 )

(8)

where Im is an identity matrix.
According to [17], the MTTF can be calculated by equation:

 ∆U crit 

 µ0 

MTTF = Λ −1 

(9)

where ΔUcrit – the predefined critical level of degradation.
The parameters of this model are estimated by the Maximum Likelihood Method (MLE), including getting the first partial derivatives of
the total Log-likelihood function, setting them equal to zero to make
the equations system, and solving this system to find the unknown
model parameters. To reduce computational burden, a three-step computing method has been introduced and used effectively for WPBM in
the works [1, 17, 21].
In this article, the exponential law of time-scale transformation
functions Λ(t) = τ(t) = ta is selected. In this case, the experimental
time of the degradation data was determined one day earlier than the
time when the first hard failure in the 20 LEDs is observed. Based
on WPBM with measurement errors and unit-to-unit covariates, the
WPBM model parameters of WPBM, defined by the three-step computing method, and the MTTF (soft failure) of the LEDs, calculated
by Equation (9) with different determined thresholds (see Table 4),
are given in Table 7.

8. Discussion
The presented method allows prediction of the mean time to soft
failure for LEDs with pre-selected confidentiality level. However,
knowledge of the degradation process model is necessary for the application of the procedure. To create it, the authors use the results
of accelerated tests of LEDs, which allow obtaining the information
needed to create a degradation model in a relatively short time. The
degradation model itself then allows the prediction of the mean useful
technical lifetime of the LED in terms of mean time to soft failure.
Knowing the dependence of the degradation level on the operating
time also allows continuous assessment of the technical condition of
the LED (its degradation level) and prediction of the remaining useful lifetime by relatively simple measurement of the voltage changes
at the diode terminals. The proposed method thus creates conditions
for ensuring high operational reliability of the system using LEDs,
because it allows to determine quite efficiently the time at which it is
necessary to carry out preventive LED replacement and thus prevent
the occurrence of a hard failure.
The key step of the method is to determine the critical level of degradation that corresponds to the occurrence of a soft failure. For this
purpose, the results of a corrugated test of 20 LEDs are used in this
paper. The relatively low number of LEDs tested was due to technical
(size of the climate chamber, capacity of the measuring apparatus,
available power junctions etc.) and economic constraints. A higher
number of LEDs tested would undoubtedly increase the credibility of
the results obtained.
The obtained data were evaluated using normal distribution of empirical CDF and non-parametric CDF with smoothing. The levels of
critical degradation determined by each method do not differ much
from each other. The differences in the determined values are in the
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Table 7. MTTF (soft failure) of LEDs calculated using WPBM with different
determined thresholds

ΔUcrit (V)

MTTF (day)

0.0081

51.14

0.0078

48.77

0.0076

47.21

0.0074

45.66

0.0069

41.82

range of 6-7 % depending on the chosen level of confidence. All the
methods used allow the determination of the critical degradation level
with the chosen level of significance. The application of non-parametric CDF with smoothing seems to be the most appropriate evaluation
method, as it does not require the determination of any specific type
of distribution (parametric) and testing its validity, while providing a
continuous CDF.
To determine the mean time to soft failure (at a given level of critical
degradation), the authors propose two methods. The so-called classical method based on statistical processing of the experimental results
according to the recommendations of the international standard IEC
60605-4:2001 and the method based on the application of WPBM
with measurement errors and unit-to-unit covariates. Both methods
allow the estimation of the MTTF for a selected level of critical degradation. The results of the calculation by both methods are practically
identical (within 1 % of each other). The inherent advantage of the
classical method is that it allows not only to perform a point estimate
of the MTTF, but also to determine the MTTF confidence intervals
with the selected confidence level, whereas the WPBM application
does not provide this option. Taking this into account, it is therefore
preferable to use the classical method, which is also considerably simpler in terms of application.

9. Conclusions
The paper presents the proposal of a method for modelling the LED
degradation process allowing to predict the occurrence of failures and
to determine the remaining useful life of the LED based on the detected degradation level. The method uses the results of accelerated tests
of LEDs as input information. However, analogically, the results of
monitoring the degradation process of LEDs in normal operation can
also be used to build the model. The proposed method, among other
things, allows the determination of a critical level (threshold) of the
degradation process (soft failure) beyond which we can expect the occurrence of a hard failure (complete loss of function). The knowledge
of such a degradation threshold value enables an effective application
of Condition-Based Maintenance Policy and a practical estimation of
the remaining useful life of the LED (remaining time to soft failure)
in real operation.
However, the presented method is not only designed for the needs
of degradation assessment in LEDs. In designing the method, generally valid principles and procedures have been applied, which are
fully applicable wherever the level of degradation can be measured
accurately using appropriate parameters. Therefore, the authors anticipate that the proposed method can be used to determine the critical
degradation level, predict the occurrence of failures and estimate the
remaining useful life not only for LEDs but also for other types of
objects. Verification of the above assumption is the main objective
of future research work. The intention is to verify the applicability
of the proposed procedures for determining the critical degradation
level both for other types of electronic components and for selected
electromechanical and mechanical components.
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A further aim is to verify the practical applicability of the proposed
method for degradation assessment and estimation of the remaining
useful life of LEDs in normal operation, where problems can be expected especially with the implementation of voltage measurements
at the LED terminals, since a constant value of the supply current and
corresponding measurement accuracy must be ensured. The solution
of these problems is the main limiting factor for the use of the proposed method in monitoring and evaluation of LEDs degradation in
normal operation.

Acknowledgement
This article has been prepared with the support of the Ministry of
Defence of the Czech Republic – Project for the Development of
the Organization „DZRO Military autonomous and robotic systems“ and Specific Research Project “SV22-202 Development and
research of technologies for evaluating the properties of military
ground vehicles”.
Research co-financed by the Scientific Discipline of Mechanical
Engineering (Lublin University of Technology, grant
nr FD-20/IM-5/072).

References
1.
2.
3.
4.
5.
6.
7.
8.
9.
10.
11.
12.
13.
14.
15.
16.
17.
18.
19.
20.
21.

Deng Y, Barros A, Grall A. Calculation of failure level based on inverse first passage problem. Annual Reliability and Maintainability Symposium (RAMS) 2014; 1-6, https://doi.org/10.1109/RAMS.2014.6798459.
Dong QL, Cui, LR. A study on stochastic degradation process models under different types of failure Thresholds. Reliability Engineering &
System Safety 2019; 181: 202-212, https://doi.org/10.1016/j.ress.2018.10.002.
Fan L, Wang K, Fan D. A combined universal generating function and physics of failure Reliability Prediction Method for an LED driver.
Eksploatacja i Niezawodnosc – Maintenance and Reliability 2021; 23 (1): 74–83, http://dx.doi.org/10.17531/ein.2021.1.8.
Gamiz ML, et al. Applied nonparametric statistics in reliability. London: Springer-Verlag 2011, https://doi.org/10.1007/978-0-85729-118-9.
Gao, Z, et al. A Wiener process-based remaining life prediction method for light-emitting diode driving power in rail vehicle carriage. Advances in Mechanical Engineering 2019; 11(3): 1-8, https://doi.org/10.1177/1687814019832215.
Ibrahim MS, et al. System level reliability assessment for high power light-emitting diode lamp based on a Bayesian network method. Measurement 2021; 176: 109191, https://doi.org/10.1016/j.measurement.2021.109191
Illuminating Engineering Society. IES LM-80-08 Approved method: Measuring lumen maintenance of LED light sources. New York: IES
2008, ISBN 978-0-87995-227-3.
International Electrotechnical Commission. IEC 60605-4 Equipment reliability testing - Part 4: Statistical procedures for exponential distribution – Point estimates, confidence intervals, prediction intervals and tolerance intervals. Geneva: IEC 2001.
Kang J, et al. Remaining useful life prediction of cylinder liner based on nonlinear degradation model. Eksploatacja i Niezawodnosc – Maintenance and Reliability 2022; 24 (1): 62–69, http://doi.org/10.17531/ein.2022.1.8.
Li J, Wang Z, Liu C, Qiu M. Accelerated degradation analysis based on a random-effect Wiener process with one-order autoregressive errors.
Eksploatacja i Niezawodnosc – Maintenance and Reliability 2019; 21 (2): 246–255, http://dx.doi.org/10.17531/ein.2019.2.8.
Palayangoda LK, et al. Evaluation of mean-time-to-failure based on nonlinear degradation data with applications. IISE Transactions 2022;
54(3): 286-302, https://doi.org/10.1080/24725854.2021.1874080.
Pourhassan MR, Raissi S, Hafezalkotob A. A simulation approach on reliability assessment of complex system subject to stochastic degradation and random shock. Eksploatacja i Niezawodnosc – Maintenance and Reliability 2020; 22 (2): 370–379, http://dx.doi.org/10.17531/
ein.2020.2.20.
Vintr Z, Hoang, AD. Accelerated Reliability Testing of Combat Vehicles Electronic Parts Based on Multifactor Stress. Proceedings of the
31st European Safety and Reliability Conference 2021; 2804-2809. https://doi.org/10.3850/978-981-18-2016-8_590-cd.
Wang C, Hu Q, Yu D. Reliability Evaluation under Accelerated Degradation Testing with Recovery Capability Considered. Annual Reliability and Maintainability Symposium (RAMS) 2019; 1-5. https://doi.org/10.1109/RAMS.2019.8769256.
Wang ZF, Huang Z, Liao WC. Degradation analysis on trend gamma process. Quality and Reliability Engineering International 2022; 38(2):
941-956, https://doi.org/10.1002/qre.3026.
Yap BW, Sim CH. Comparisons of various types of normality tests. Journal of Statistical Computation and Simulation 2011; 81(12): 21412155, https://doi.org/10.1080/00949655.2010.520163.
Ye ZS, et al. Degradation data analysis using Wiener processes with measurement errors. IEEE Transactions on Reliability 2013; 62(4):
772-780, https://doi.org/10.1109/TR.2013.2284733.
Zhang C, et al. Opportunistic maintenance strategy of a Heave Compensation System for expected performance degradation. Eksploatacja i
Niezawodnosc – Maintenance and Reliability 2021; 23 (3): 512–521, http://doi.org/10.17531/ein.2021.3.12.
Zhang Z, Zhou M, Fang M. First-passage probability analysis of Wiener process using different methods and its applications in the evaluation of structural durability degradation. European Journal of Environmental and Civil Engineering 2021; 25(10): 1763-1781, https://doi.or
g/10.1080/19648189.2019.1601134.
Zhong W, Walther T. Failure Analysis of Some Commercial Spotlights Based on Light Emitting Diodes. Electronics 2022, 11(1): 48, https://
doi.org/10.3390/electronics11010048
Zhou SR, Tang YC, Xu AC. A generalized Wiener process with dependent degradation rate and volatility and time-varying mean-to-variance
ratio. Reliability Engineering & System Safety 2021; 216: 107895, http://doi.org/10.1016/j.ress.2021.107895

Eksploatacja i Niezawodnosc – Maintenance and Reliability Vol. 24, No. 2, 2022

337

